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as appropriate for the cargo trans-
ported. 

[Amdt. 176–1, 41 FR 16110, Apr. 15, 1976, as 
amended by Amdt. 176–1A, 41 FR 40687, Sept. 
20, 1976; Amdt. 176–1B, 41 FR 57072, Dec. 30, 
1976; Amdt. 176–12, 45 FR 81572, Dec. 11, 1980; 
66 FR 33438, June 21, 2001; 66 FR 45184, Aug. 
28, 2001; 68 FR 45038, July 31, 2003; 69 FR 76180, 
Dec. 20, 2004] 

§ 176.65 Alternative stowage proce-
dures. 

When a hazardous material is to be 
loaded on board a vessel and it is 
shown to the satisfaction of the Coast 
Guard Captain of the Port for the place 
where the vessel is being loaded that it 
is impracticable to comply with a 
stowage location requirement specified 
in the § 172.101 table of this subchapter 
or a segregation, handling or stowage 
requirement specified in this part, the 
Captain of the Port may authorize in 
writing the use of an alternative stow-
age location or method of segregation, 
handling or stowage subject to such 
conditions as he finds will insure a 
level of safety at least equal to that af-
forded by the regulatory requirement 
concerned. 

[Amdt. 176–30, 55 FR 52689, Dec. 21, 1990] 

§ 176.69 General stowage requirements 
for hazardous materials. 

(a) Hazardous materials (except as 
provided in paragraph (c) of this sec-
tion and Class 9 (miscellaneous haz-
ardous) materials) must be stowed in a 
manner that will facilitate inspection 
during the voyage, their removal from 
a potentially dangerous situation, and 
the removal of packages in case of fire. 

(b) Each package marked in accord-
ance with § 172.312(a)(2) of this sub-
chapter must be stowed as to remain in 
the position indicated during transpor-
tation. 

(c) If a vessel designed for and car-
rying hazardous materials in freight 
containers or a vessel designed for and 
carrying hazardous materials in barges 
is equipped with a fixed fire extin-
guishing and fire detection system, the 
freight containers or barges need not 
be stowed in the manner required by 
paragraph (a) of this section. When 
freight containers or barges containing 
hazardous materials are stowed on 
deck, they need not be stowed in the 

manner required by paragraph (a) of 
this section if fire fighting equipment 
capable of reaching and piercing the 
freight container or barge is on board 
the vessel. 

(d) Packages of hazardous materials 
must be secured and dunnaged to pre-
vent shifting in any direction. Vertical 
restraints are not required if the shape 
of the package and the stuffing pattern 
preclude shifting of the load. 

(e) Packages of hazardous materials 
must be braced and dunnaged so that 
they are not likely to be pierced by the 
dunnage or crushed by a superimposed 
load. 

[Amdt. 176–1, 41 FR 16110, Apr. 15, 1976, as 
amended by Amdt. 176–1A, 41 FR 40687, Sept. 
20, 1976; Amdt. 176–12, 45 FR 81573, Dec. 11, 
1980; Amdt. 176–30, 55 FR 52689, Dec. 21, 1990; 
56 FR 66282, Dec. 20, 1991; 68 FR 61942, Oct. 30, 
2003] 

§ 176.70 Stowage requirements for ma-
rine pollutants. 

(a) Marine pollutants must be prop-
erly stowed and secured to minimize 
the hazards to the marine environment 
without impairing the safety of the 
ship and the persons on board. 

(b) Where stowage is permitted ‘‘on 
deck or under deck’’, under deck stow-
age is preferred except when a weather 
deck provides equivalent protection. 

(c) Where stowage ‘‘on deck only’’ is 
required, preference should be given to 
stowage on well-protected decks or to 
stowage inboard in sheltered areas of 
exposed decks. 

[Amdt. 176–31, 57 FR 52940, Nov. 5, 1992] 

§ 176.72 Handling of break-bulk haz-
ardous materials. 

(a) A metal bale hook may not be 
used for handling any package of haz-
ardous materials. 

(b) The use of equipment designed to 
lift or move cargo by means of pressure 
exerted on the packages may not be 
used for handling any package of haz-
ardous materials if the device can dam-
age the package or the package is not 
designed to be moved in that manner. 

(c) Pallets, slings, cargo nets and 
other related equipment used in load-
ing packages of hazardous materials 
must give adequate support to the 
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